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ENERFOR STABILOX 12 

STABILIZED CHLORINE BLEACH 

Laundry chlorine bleach 

Eliminates coloured stains 

Removes protein dirt 
 
   

APPLICATIONS Laundry chlorine bleach that eliminates colored stains like coffee, tea, wine, blood. 
 

FEATURES Thanks to the high concentration it guarantees the removal of colored spots and 
protein residues. 
It can be used in the washing cycles of white fabrics and resistant colours; however, it 
must not be used on clothes soiled with chlorhexidine disinfectants. 
Product designed to be automatically dosed in laundries: it is normally added during the 
prewash at a maximum temperature of 40 ° C. 
The possible hypochlorite residue can be neutralized by adding an oxygen based bleach. 
Thanks to the particular stabilized formulation, the oxidizing effect is guaranteed even 
during the summer periods. 
 
The product is also used for chlorinating swimming pool water. 
 

INSTRUCTIONS FOR USE Laundry bleaching: 4-15 g/kg of dry linen 
Swimming pool water treatment: 20-40 g/m3 of water per day 
 

 
 
 

 

PACKAGING: 

Standard packages N° pieces for carton N° cartons / packages for pallet N° pieces for pallet 

Tank kg 24 - - 36 

 

 

CHEMICAL-PHYSICAL 
INFORMATIONS: 

 

Parameters U.M. Values Method of analysis 

Aspect: - Liquid Visual 

Colour: - Pale Yellow Visual 

Perfume: - No perfume - 

pH (sol. 1%): - 12,0 + 0,5 Instrumental 

 Alkalinity: % Na2O 3,5 + 0,5 By titration 

 Density: Kg/dm3 1,14 + 0,05 By weighing 

 

HAZARD: 
Reg. (CE) 1272/2008  

H290 May be corrosive to metals. 
H314 Causes severe skin burns and eye damage. 
H400 Very toxic to aquatic life. 
H411 Toxic to aquatic life with long lasting effects. 
EUH031 Contact with acids liberates toxic gas. 

WARNING  

 
 
 
  


