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TECNET LAVSERVICE 

ACID DESCALER 

Removes scale deposits 

Makes steel shiny 

Balanced phosphonitric mixture 
 
   

APPLICATIONS Phosphonitic descaler suitable for removing limescale residues from pots, cutlery, steel, 
sinks. 
Suitable for washing machines, industrial washing machines, dishwashers, boilers, CIP 
systems (cleaning in place), food industries, pasta cookers, "bain marie" tanks and for 
all acid-resistant surfaces.  
 

FEATURES Balanced buffered acid with high concentration, it allows you to effortlessly solve the 
most critical descaling situations without damaging the systems. Thanks to its balanced 
formulation, it does not smoke in contact with water. Non-foaming formulation and 
free of hydrochloric and sulfuric acids. 
 

INSTRUCTIONS FOR USE DESCALING DISHWASHERS AND WASHING MACHINES: 5-15% solutions 
CLEANING BY CIRCULATION IN THE CIP: solutions 0.5% - 2% 
MANUAL CLEANING AND SOAKING: solutions 0.2% - 5% 
FLOOR DESCALER: 5-10% solutions 
 
Always check the resistance of the surfaces to the product. 
Do not use on marble, concrete, galvanized metal and all acid-sensitive surfaces.  
Do not use in combination with sodium hypochlorite based cleaners (bleach). 
 

 

 

PACKAGING: 

Standard packages N° pieces for carton N° cartons / packages for pallet N° pieces for pallet 

Bottle lt 1 6 100 600 

Tank                          Kg 5 3 48 144 
 
 

 

CHEMICAL-PHYSICAL 
INFORMATIONS: 

 

Parameters U.M. Values Method of analysis 

Aspect: - Liquid Visual 

Colour: - Colourless  Visual 

Perfume: - No perfume  - 

pH: - 1,0 + 0,5 Instrumental 

Density: Kg/dm3 1,25 + 0,05 By weighing 

 
 

HAZARD: 
Reg. (CE) 1272/2008 

  

H290: May be corrosive to metals. 
H314: Causes severe skin burns and eye damage. 
EUH071: Corrosive to the respiratory tract. 

  DANGER 

 
 
 
  


