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 SOLARIS DETERCROST SU 

ACID DESCALER 

Odorless and free of dangerous fumes descaler 

Non-foaming formula 

Indicated as single-phase acid in zootechnical field 
 
   

APPLICATIONS Indicated for monophase acid cleansing of dipping plants and milk cooling devices.  
Suited even as descaler of dishwashing, pasta cookers, industrial washing machines, boilers, C.I.P. 
plants, food industry and for every acid-resistant surface.  

 
FEATURES It contains lactic acid: it performs sanitizing action in dipping and milk cooling plants.  

Highly concentrated: in monophase acid cleansing it performs a cleansing action on grease and 
proteins, combined with a descaling action.  
Balanced formula without hydrochloric and sulphuric acid: in every use as descaler it allows to 
solve the most critical incrustation situations without ruining the plants.  

 
INSTRUCTIONS FOR USE Acid monophase and C.I.P.: solutions 0,5-2% in hot water (40-60°C) for 15-20 minutes 

Dishwashing and washing machine: solutions 5-15% in hot water (40-60°C) for 15-20 minutes 
Manual use and soaking: solutions 0,2-5% in water, according to incrustation level  
Warning: NEVER use in combination with hypochlorite-based detergents. Do not use on acid-
sensitive surfaces.  
 

 

 

PACKAGING: 

Standard packages N° pieces for carton N° cartons / packages for pallet N° pieces for pallet 

Tank Kg 24 - - 36 

 
 

 

CHEMICAL-PHYSICAL 
INFORMATIONS: 

 

Parameters U.M. Values Method of analysis 

Aspect: - Liquid Visual 

Colour: - Colourless Visual 

Perfume: - No perfume - 

pH (sol 1%): - 1,3 + 0,5 Instrumental 

Density: Kg/dm3 1,37 + 0,05 By weighing 

 
 

HAZARD: 
Reg. (CE) 1272/2008 

  

H290: May be corrosive to metals 
H314: Causes severe skin burns and eye damage 

  DANGER 

 
 
 
  


