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IGIENCHLOR 

READY TO USE SANITIZER WITH HYPOCHLORITE  

      Anti-mould product 
      Removes viruses, bacteria, fungi and yeasts 
      Suitable for sanitizing bathroom and kitchen surfaces 

 
   

APPLICATIONS Sanitizing detergent able to clean, remove stains, deodorize and remove viruses, 
bacteria, fungi and yeasts from hard kitchen surfaces (work surfaces, tiles), bathroom 
(bathtubs, shower cubicles, toilets, tiles) and from all surfaces washable. 
The product exerts anti-mould action. 
 

FEATURES Chlorinated product easy to dose and suitable for cleaning horizontal and vertical 
surfaces. Slightly foaming formula, it guarantees the cleanliness of all surfaces leaving a 
pleasant fragrance in the environment. 
Contains sodium hypochlorite in a concentration greater than 0.1%. 
 

INSTRUCTIONS FOR USE Spray the product directly on the surface to be cleaned, leave to act 1 or 2 minutes, pass 
with a sponge and rinse thoroughly with water. 
 
Always check the resistance of the surfaces to the product. 
Avoid contact with carpet, coloured fabrics, wallpapers. Do not use on wood, metal 
surfaces and painted surfaces. 
 

 

 

PACKAGING: 

Standard packages N° pieces for carton N° cartons / packages for pallet N° pieces for pallet 

Bottle ml 750 9 72 648 

 
 

 

CHEMICAL-PHYSICAL 
INFORMATIONS: 

 

Parameters U.M. Values Method of analysis 

Aspect: - Liquid Visual 

Colour: - Straw yellow Visual 

Perfume: - Balsamic Olfactory 

pH : - 13,5 + 0,5 Instrumental 

Density: Kg/dm3 1,05  + 0,05 By weighing 

 

HAZARD: 
Reg. (CE) 1272/2008 

 

H314: Causes severe skin burns and eye damage. 
H412: Harmful to aquatic life with long lasting effects. 
H290: May be corrosive to metals. 
 

DANGER 

 
 
 
  


