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ENERFOR TECHSTOVIL 

DISHWASHER LIQUID DETERGENT FOR OSMOTIC WATER 

Specific for osmotic water 

Avoids spots and residues 

Easy to rinse 
 

 
   

APPLICATIONS Dishwashing liquid detergent with high degreasing power, suitable for industrial plants equipped 
with osmotizers. 
EDTA-free product, usable in combination with chlorine additives. 

 
FEATURES Specific product for osmotic water, formulated to increase surface tension and to facilitate the 

rinsing of glasses and dishes. 
Ensures the elimination of starch from plates, cutlery, glasses and crockery in general. 
Effective against more resistant stains, such as coffee, tea and lipstick. 
Potassium based product, with balanced sequestering apparatus, prevents the formation of 
marks and spots on the dishes. 
The product can be added manually or with the appropriate automatic dispensers. 

 
INSTRUCTIONS FOR USE DOSAGES 

 
   WATER HARDNESS °F                        OSMOTIC     SOFT (0-15°F) 
--------------------------------------------------------------------------------------- 
   DOSAGE FOR LITRE OF WATER            3,0 g               3,5 – 5,0 g                
--------------------------------------------------------------------------------------- 
 
 

 

 

PACKAGING: 

Standard packages N° pieces for carton N° cartons / packages for pallet N° pieces for pallet 

Tank Kg 5 3 48 144 

Tank    Kg 22  -   -  36 
 
 

 

CHEMICAL-PHYSICAL 
INFORMATIONS: 

 

Parameters U.M. Values Method of analysis 

Aspect: - Liquid Visual 

Colour: - Straw yellow Visual 

Perfume: - No Perfume - 

pH (sol. 1%): - 11,8 + 0,5 Instrumental 

Alkalinity: % Na2O 3,5 + 0,5 Titration 

 Density: Kg/dm3 1,09 + 0,05 By weighing 

 
 

HAZARD: 
Reg. (CE) 1272/2008 

 

H290  May be corrosive to metals. 
H314  Causes severe skin burns and eye damage. 

  DANGER 

 
 
 
  


