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ENERFOR MATIC ALCAL 

LAUNDRY DOUBLE-FUNCTION DETERGENT 

Alkaline detergent for automated washing 

Suitable for all kind of fabrics: white, coloured, wool and delicates  

No enzymes, no perfume 
 
   

APPLICATIONS Double function alkaline detergent for laundry systems specifically studied to be used with a 3-
pump equipment. 
Alkalinity and surfactants together synergistically and gently remove grease and other organic dirt 
from fabrics.   

 
FEATURES Very rich formulation containing surfactants, alkalis, solvents and sequestrants to effectively clean 

every kind of linen even in hard water conditions. 

 
INSTRUCTIONS FOR USE 

 

  PRE-WASH STAGE 
(g/kg of linen) 

WASH STAGE 
(g/kg of linen) 

Soft water 0 – 15 °F 5 – 6 6 – 9 

Medium water 15 – 25 °F 6 – 8 10 – 14 

Hard water >25 °F 8 – 10 15 – 19 
 
 
 

 

 

PACKAGING: 

Standard packages N° pieces for carton N° cartons / packages for pallet N° pieces for pallet 

Tank Kg 20 - - 36 

 
 

 

CHEMICAL-PHYSICAL 
INFORMATIONS: 

 

Parameters U.M. Values Method of analysis 

Aspect: - Liquid Visual 

Colour: - Yellow Visual 

Perfume: - No perfume - 

pH : - 12,0  + 0,5 Instrumental 

Density: Kg/dm3 1,09 + 0,05 By weighing 

 
 

HAZARD: 
Reg. (CE) 1272/2008 

 

H290  May be corrosive to metals. 
H314  Causes severe skin burns and eye damage. 

DANGER 

 
 
 
  

 
 
 
  


